GENERAL NOTES

THE ENGINEER WILL BE THE SOLE JUDGE CONCERNING CURING TIME FOR THE VARIOUS HMA LIFTS.

AT ALL LOCATION% WHERE THE PROPOSED HOT MIX ASPHALT JOINS THE EXISTING HOT MIX ASPHALT OR CONCRETE PAVEMENT, A FULL DEPTH SAWED JOINT
SHALL BE CONSTRUCTED. THE COST OF SAW CUTS AND JOINTS IS CONSIDERED AS INCLUDED IN THE COST OF THE TYPE QF PAVEMENT BEING CONSTRUCTED.

THE CONTRACTOR SHALL VERIFY ALL DIMENSIONS AND CONDITIONS IN THE FIELD PRIOR TO CONSTRUCTION AND ORDERING OF MATERIALS.
THE CONTRACTOR SHALL CONSULT WITH THE ENGINEER IN REGARD TO THE EXACT LENGTH OF THE BOX CULVERT REQUIRED PRIOR TQ ORDERING THIS ITEM.

THE CONTRACTOR SHALL REMOVE OR RELOCATE ALL CONFLICTING MAILBOXES, EXISTING STREET NAME SIGNS, AND ALL PRIVATE AND COMMERCIAL SIGNS IN ACCORDANCE
WITH ARTICLES 107.20 & 107.25 AND AS DIRECTED BY THE ENGINEER. SIGN L.OCATIONS MAY BE ADJUSTED IN THE FIELD TO AVOID ANY FOUND UTILITIES AND AS DIRECTED
BY THE ENGINEER, THIS WORK SHALL BE CONSIDERED AS INCLUDED IN THE COST OF EARTH EXCAVATION. ALL WOOD POST LOCATIONS SHALL BE VERIFIED WITH THE
BUREAU OF OPERATIONS, TRAFFIC SECTION, BEFORE INSTALLATION.

EXISTING FENCES SHALL BE REMOVED UP TO THE LIMITS AS SHOWN IN THE PLANS. EXISTING TIMBER VEGETATION SHALL BE REMOVED UP TO CONSTRUCTION LIMITS.
THIS WORK SHALL BE CONSIDERED AS INCLUDED IN THE COST OF EARTH EXCAVATION.

BITUMINOUS AND AGGREGATE PRIME COAT SHALL BE PLACED IN ACCORDANCE WITH SECTION 406 OF THE STANDARD SPECIFICATIONS.
THE NEW NUMBER FOR THIS STRUCTURE SHALL BE S.N. 068-7059.

THE CONTRACTOR SHALL SUBMIT FOUR COPIES OF THE REQUIRED SHOP DRAWINGS FOR REVIEW AND APPROVAL TO THE BUREAU OF BRIDGES AND STRUCTURES,
2300 SOUTH DIRKSEN PARKWAY, SPRINGFIELD, IL, 62764. AFTER APPROVAL OF INITIAL SUBMITTAL, THE CONTRACTOR SHALL SUBMIT ONE SET OF SHOP DRAWINGS
TO DAVE LIPPERT, ENGINEER OF MATERIALS, 126 EAST ASH STREET, SPRINGFIELD, IL, 62706 AND EIGHT (8) SETS OF SHOP DRAWINGS TO BE DISTRIBUTED TO:

DISTRICT 6 DISTRICT ENGINEER (1)
FABRICATOR (1)

CONTRACTOR (2

RESIDENT ENGINEER (2)

DISTRICT 6 BUREAU OF MATERIALS (2)

ABANDONED UNDERGROUND UTILITIES THAT CONFLICT WITH CONSTRUCTION SHALL BE DISPOSED OUTSIDE THE LIMITS OF RIGHT-OF-WAY ACCORDING TO
ARTICLE 202.03 OF THE STANDARD SPECIFICIATIONS AND AS DIRECTED BY THE ENGINEER. THIS WORK WILL NOT BE PAID FOR SEPERATELY BUT SHALL BE
CONSIDERED INCLUDED IN THE COST OF EARTH EXCAVATION AND NO ADDITIONAL COMPENSATION WILL BE ALLOWED,

THE COST OF REMOVAL OF ANY EXISTING NON-ROADWAY RELATED ITEM OR OTHER OBSTRUCTIONS WHICH INTERFERE WITH CONSTRUCTION WILL BE
CONSIDERED INCLUDED IN THE COST OF SPECIAL EXCAVATION.

SEEDING WILL NOT BE PERMITTED AT ANY TIME WHEN THE GROUND IS FROZEN, WET OR IN AN UNTILLABLE CONDITION. AREAS TO BE SEEDED SHALL BE
DETERMINED BY THE ENGINEER.

EXISTING PAVEMENT DAMAGED DUE TO THE CONTRACTOR’'S OPERATIONS, AND NOT OTHERWISE NECESSARY TO REPLACE, SHALL BE REPLACED AT THE EXPENSE
OF THE CONTRACTOR.

WHERE SECTION OR SUBSECTION MONUMENTS ARE ENCOUNTERED, THE RESIDENT ENGINEER SHALL BE NOTIFIED BEFORE SUCH MONUMENTS ARE REMOVED. THE
CONTRACTOR SHALL PROTECT AND CAREFULLY PRESERVE ALL PROPERTY MARKERS AND MONUMENTS UNTIL THE OWNER AND AUTHORIZED SURVEYOR OR AGENT
HAS WITNESSED OR OTHERWISE REFERENCED THEIR LOCATION. IF THE ENGINEER DECIDES TO HAVE THE CONTRACTOR RESET THE MONUMENT, THIS WORK SHALL
BE PAID FOR IN ACCORDANCE WITH ARTICLE 109.04 OF THE STANDARD SPECIFICATIONS. THE CONTRACTOR WILL BE RESPONSIBLE FOR HAVING AN AUTHORIZED
SURVEYOR RE-ESTABLISH ANY SECTION OR SUBSECTION MONUMENTS DESTROYED BY HIS OPERATIONS

THE THICKNESS OF BITUMINOUS MIXTURE SHOWN ON THE PLANS IS THE NOMINAL THICKNESS. DEVIATIONS FROM THE NOMINAL THICKNESS WILL BE PERMITTED
WHEN SUCH DEVIATIONS OCCUR DUE TO IRREGULARITIES IN THE EXISTING SURFACE QR BASE ON WHICH THE HOT-MIX ASPHALT MIXTURE IS PLACED.

THE FOLLOWING APPLICATION RATES WERE USED FOR QUANTITY CALCULATIONS,

HOT~MIX ASPHALT SURFACE COURSE, MIX C, N50
LEVELING BINDER (MACHINE METHOD), N50
BITUMINOUS MATERIALS (PRIME COAT)

NITROGEN FERTILIZER NUTRIENT

PHOSPOROUS FERTILIZER NUTRIENT

0,056 TON / sQ YD /
0.056 TON / SQ YD /
0.00038 TON / SQ YD

POTASSIUM FERTILIZER NUTRIENT 90 LB / ACRE
AGRICULTURAL. GROUND LIMESTONE 90 LB / ACRE
TEMPORARY EROSION CONTROL SEEDING 90 LB /ACRE

AGGREGATE MATERIAL, TYPE A 2.00 TON / ACRE

AGGREGATE SHOULDERS, TYPE B 100 LB / ACRE

RIPRAP 2.05 TON 7 CU YD
1.89 TON 7 CU YD
1.50 TON 7 CU YD

THE FOLLOWING MIXTURE REQUIREMENTS ARE APPLICABLE FOR THIS PROJECT.

ANY REFERENCE TO A STANDARD IN THESE PLANS SHALL BE INTERPRETED TO MEAN THE EDITION AS INDICATED BY THE SUB NUMBER LISTED IN THE INDEX OF
SHEETS OR THE COPY OF THE STANDARD INCLUDED IN THESE PLANS.

IN ADDITION TO FIELD SURVEYS, PLAN DIMENSIONS AND DETAILS RELATIVE TO THE EXISTING FACILITIES HAVE BEEN TAKEN FROM EXISTING PLANS AND ARE SUBJECT
TO CONSTRUCTION VARIATIONS. IT SHALL BE THE CONTRACTOR’S RESPONSIBILITY TO VERIFY SUCH DIMENSIONS AND DETAILS IN THE FIELD. SUCH VARIATIONS SHALL
NOT BE A CAUSE FOR ADDITIONAL COMPENSATION DUE TO A CHANGE IN THE SCOPE OF WORK: HOWEVER, THE CONTRACTOR WILL BE PAID FOR THE QUANTITY ACTUALLY
FURNISHED AT THE UNIT PRICE BID FOR THE WORK. :

THE LOCATIONS OF EXISTING WATER MAINS, GAS MAINS, SEWERS, ELECTRIC POWER LINES, TELEPHONE LINES AND OTHER UTILITIES AS SHbe‘;J ON "VI'HII:'.‘PLANS ARE BASED
ON CAREFUL FIELD INVESTIGATION AND THE BEST INFORMATION AVAILABLE, BUT THEY ARE NOT GUARANTEED., ALL UTILITY LOCATIONS SHOWN ON THE CROSS SECTIONS
ARE BASED ON THE APPROXIMATE DEPTH SUPPLIED BY THE UTILITY COMPANY. IT SHALL BE THE CONTRACTOR'S RESPONSIBILITY TO LOCATE THEIR EXACT LOCATION
FROM THE UTILITY COMPANIES AND BY FIELD INSPECTION.

THE CONTRACTOR SHALL COORDINATE ACTIVITIES WITH ALL UTILITIES WITHIN THE PROJECT LIMITS.

THE APPLICABLE PORTIONS OF ARTICLE 105.07 OF THE STANDARD SPECIFICATIONS SHALL APPLY EXCEPT FOR THE FOLLOWING: THE CONTRACTOR SHALL BE RESPONSIBLE
TO LOCATE THE VERTICAL DEPTHS OF UNDERGROUND UTILITIES WHICH MAY INTERFERE WITH CONSTRUCTION OPERATIONS. THIS WORK WILL NOT BE PAID FOR SEPARATELY,
BUT SHALL BE CONSIDERED AS INCLUDED IN THE COST OF EARTH EXCAVATION.

STREAM FLOWS SHALL BE MAINTAINED THROUGHOUT THE PROJECT. NORMAL FLOWS SHALL BE ALLOWED TO PASS AT THE RATE IT ENTERS THE JOBSITE. HIGH FLOWS SHALL
BE ALLOWED TO PASS WITHOUT CAUSING DAMAGE TO UPSTREAM PROPERTIES.

THE FINAL TOP FOUR INCHES (100 MM) OF SOIL IN ANY RIGHT-OF-WAY AREA DISTRURBED BY THE CONTRACTOR MUST BE CAPABLE OF SUPPORTING VEGETATION. THE SOIL
MUST BE FROM THE A HORIZON (ZERO TO 2‘ DEEP) OF SOIL PROFILES OF LOCAL SOILS.

TREE REMOVAL MAY BE NECESSARY PRIOR TO UTILITY COMPANIES BEING ABLE TO RELOCATE THEIR FACILITIES QUTSIDE THE CONSTRUCTION LIMITS. THE CONTRACTOR
SHOULD COORDINATE ANY CONTRACT TREE REMOVAL ACTIVITIES WITH THE UTILITY COMPANIES TO ELIMINATE CONFLICTS AND POTENTIAL DELAYS CAUSED BY UTILITY
TREE REMOVAL ACTIVITIES OR INCOMPLETE UTILITY RELOCATIONS.

COMMITMENTS ARE NOT TO BE ALTERED WITHOUT THE WRITTEN APPROVAL OF ALL PARTIES TO WHICH THE COMMITMENT WAS MADE.

PRIOR APPROVAL FROM IDOT SHALL BE OBTAINED FOR ANY TREE REMOVAL BEYOND THE LIMITS/LOCATIONS INCLUDED IN THE PLANS.

ANY PROTRUDING METAL BARS SHALL BE REMOVED PRIOR TO THE DISPOSAL OF BROKEN CONCRETE AT APPROVED DISPOSAL SITES.

THE CONTRACTOR SHALL SEED ALL DISTURBED AREAS WITHIN THE PROJECT LIMITS. SEEDING CLASS 2A SHALL BE USED. FERTILIZER NUTRIENTS SHALL BE APPLIED
AT THE RATE SPECIFIED IN SECTIONS 250 AND 252 OF THE STANDARD SPECIFICATIONS.

ALL BORROW/WASTE/USE SITES MUST BE APPROVED BY THE DEPARTMENT PRIOR TO REMOVING ANY MATERIAL FROM THE PROJECT OR INITIATING ANY EARTHMOVING
ACTIVITIES, INCLUDING TEMPORARY STOCKPILING OUTSIDE THE LIMITS OF CONSTRUCTION.

THE FIELD/RESIDENT ENGINEER SHALL NOTIFY THE PROPERTY OWNER PRIOR TO CONSTRUCTION, DUE TO AN AGREEMENT ALLOWING THE EXISTING CULVERT TO BE
UTILIZED AS A CATTLE CROSSING.

THE CONTRACTOR SHALL BE RESPONSIBLE FOR PROTECTING UTILITY PROPERTY FROM CONSTRUCTION OPERATIONS, AS OUTLINED IN ARTICLE 107.31 OF THE
STANDARD SPECIFICATIONS. A MINIMUM OF 48 HOURS ADVANCE NOTICE IS REQUIRED. THE JULIE NUMBER IS 1-800-892-0123.

COMMITMENTS

THE FIELD/RESIDENT ENGINEER SHALL CONTACT STUDIES & PLANS CONCERNING ANY MAJOR PLAN CHANGES TO MAKE SURE NO PREVIOUS COMMITMENTS
(NOT LISTED) WERE MADE AFFECTING THE DESIGN AND ALLOW AN IMPROVED DESIGN FOR FUTURE PROJECTS.
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Friction Aggregate MIXTURE “C” N/A N/A "
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